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PowerPark Assembly Instructions

For Sonosite PX and Sonosite LX

PowerPark connected to 
the stand.
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Unpacking the box

Setting up the dock

Dock Power cord Stand module

M5x35 mm hex head screws 
(4)

Magnetic bit driver 4 mm hex bit 

STEP 1 STEP 2

STEP 3 STEP 4

On the back of the dock, 
connect the power cord.

Wrap the excess cord around the hooks on 
the back of the dock, ensuring that the 
power cord remains plugged in.

Position the dock on the floor against a 
wall, and connect the power cord to a 
hospital-grade AC mains outlet.

Check that the circuit breaker on the back 
of the dock is set to the OFF (O) position.



3

Attaching the stand module to a Sonosite PX or Sonosite LX 
stand

Set the circuit breaker to the ON ( | ) position.
STEP 5

Disconnect any system power cables and 
transducers, then remove the ultrasound 
system, gel and wipe holders, and the 
basket and locking drawer from the stand. 

STEP 1

Press down the locking lever on each wheel.

STEP 2
Disconnect the stand from power.

STEP 3

STEP 4 (SONOSITE LX ONLY)
For Sonosite LX systems, make sure the 
clinical monitor is centered and facing the 
front of the stand.
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For Sonosite LX systems, grip the edges of the clinical monitor and push back until the monitor arm 
is straight. 

STEP 5 (SONOSITE LX ONLY)

STEP 6 (SONOSITE LX ONLY)
For Sonosite LX systems, lower the stand 
column down to its shortest position, and 
rotate the clinical monitor down, parallel to 
the ground.

Lay the stand down on its front side, so 
that the longer legs are on the ground and 
the shorter legs face up.

STEP 7
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STEP 9
Reach through the access door into the base 
of the stand, and gently pull out the power 
connectors that are plugged together.

STEP 10
Disconnect the stand power connectors 
from each other.

STEP 8
Remove the access door on the underside of 
the base to expose the power connectors. 

STEP 11
Attach the stand power connectors to 
the corresponding power receptacles on 
the PowerPark.

STEP 12
Set the PowerPark lip over the front edge of 
the stand base, aligning the four mounting 
holes on the PowerPark and stand. 

Use the magnetic driver with the 4 mm bit 
to attach the PowerPark to the stand using 
the four M5x35 mm screws.

STEP 13
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STEP 14
Set the stand upright. Reconnect the 
ultrasound system and any accessories you 
removed previously. 

STEP 15
Roll the stand to the PowerPark base, 
connecting the stand module to the base. 

STEP 16
Check that the stand is receiving power by 
confirming the status light on the stand base 
is green.
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Caution Federal (United States) law restricts this device to sale by or on the 
order of a physician.
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